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SPECIFICATIONS
ELECTRICAL
CONTACT RATING:
SILVER: 3A @ 120 VAC OR 28 VDC, 1A @ 250 VAC
GOLD: 0.4 VA MAX. @ 20 V MAX. (AC OR DC)
CONTACT RESISTANCE: 20 MILLIOHMS MAX.
INSULATION RESISTANCE: 1,000 MEGOHMS MIN. AT 500 VDC
DIELECTRIC STRENGTH: 1,000 VRMS
MECHANICAL
OPERATING LIFE: 30,000 CYCLES
ENVIRONMENTAL
OPERATING TEMPERATURE: —-30°C TO +85°C
MATERIAL
CASE: GLASS FILLED NYLON 6/6, UL94V-0
ACTUATOR: NYLON, INTERNAL O—RING SEAL STANDARD
BUSHING:  GLASS FILLED NYLON 6/6, UL94V-0
SUPPORT: BRASS, TIN PLATED
CONTACT/TERMINALS: COPPER ALLQOY, SILVER OR GOLD PLATED
REGULATORY
UL AND CANADA RECOGNIZED COMPONENT. UL FILE NO. E173084.
PART NUMBER BUILDER:
ACTUATOR CONTACT
SERIES MODEL NO. ACTUATOR COLOR TERMINATION  PLATING SEAL
sssR— (10000 - | O [ [ [ [
RS6 R1 — 7.62 wide (STD) 1 — BLUE Q (SILVER) E (EPOXY)
R2 — 5.84 wide 2 — RED R (GOLD)
3 — BLACK (STD)
4 — BROWN
5 — GREEN C (PC MOUNT)
6 — WHITE CN (SNAP—IN PC MOUNT)
7 — GRAY
8 — ORANGE
9 — YELLOW
0 — VIOLET
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